
















Then mount the Control Box onto the Lightning Clamp (the release lever will spring back) and check 

that it is secure.

3) To remove the Control Box, grasp it firmly, and unlock the quick-release plate by turning its lever.











Output Mode 

Constant Output ® 

Maximum Output 0 

2.1.2) DMX Mode 

OMX Address: Turn the Select Wheel to set the DMX address. Press and hold the MENU for 2 seconds 

to lock the DMX Address. In the locked state, the display stays on this screen and the DMX address 

cannot be changed. Press and hold SELECT again for 2 seconds to unlock. 

OMX Loss Behavior: rotate the Select Wheel to choose between Hold Last Settings/Black Out/Fade to 

Black/Hold 2 min.&Fade Out. 

CD Hold Last Settings: when DMX signal is lost, DMX values will be retained until signal is regained. @ 

Black Out: when DMX signal is lost, the light will black out. 

® Fade to Black: when DMX signal is lost, the light will wait for 60 seconds before fading to black. 

@ Hold 2 min.&Fade Out: when DMX signal is lost, the DMX values are retained for two minutes before 

fading out over a time of 60 seconds. 

OMX Profile : "Select which DMX Profile you would like to use to control your light. Refer to the 

Aputure DMX Chart for details." 
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