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Setting Up the Light

Notice: Always remove the protection cover prior to turning on the light. Always re-install 
the cover when packing it away.

1.  Attaching/detaching the protection cover
Pull back the retaining pin, rotate the cover clockwise, then detach the cover. 
To reattach the cover, insert it into the Bowens mount and rotate counterclockwise.

2. Attaching/detaching the Hyper-Reflector
To install the reflector, pull back the retaining pin, insert the reflector into the Bowens 
mount, and rotate it counterclockwise as shown in the following pictures.
To remove the reflector, pull back the retaining pin and rotate the reflector clockwise. 

5-Pin Female Head Cable Connector DMX IN 
Port

DMX OUT 
Port

Neutrik® 
powerCON 
Power Input

48V DC Input 
(3-Pin XLR)
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3. Setting up the Lamp Head

Sizes (L*W*H)

4.  Lightning Clamp Operation Instructions

Weight

* The Lightning Clamp can clamp onto square or round pipe with a diameter between 
   2-5cm or 0.79-1.97in.

670g / 1.48lbs 10.35x8.74x12.5cm / 4.07x3.44x4.92in

Specifications

1

2

1

2

1) Clamp the Lightning Clamp onto a light stand. 
2) To attach the control box, rotate the release lever to unlock the quick-release
     baseplate, then mount the control box onto the Lightning Clamp (the release 
     lever will automatically spring back).
3) To remove the control box, grasp it firmly, then unlock the quick-release plate by 
     turning the release lever, and detach the control box. 

If using a 5/8in / 16mm stand (Baby Pin), then mount the Lamp Head onto the stand, 
and proceed to fix it in place using the T-Handle/Mounting Screw on the Baby Pin 
Receiver/Mounting Column. 
If using a 1.125in / 28mm stand (Junior Pin), then mount the Lamp Head into the 
Junior Pin receiver, and fix it in place using the T-Handle on the stand. 
Loosen or tighten the handbrake locking mechanism on the yoke to adjust the 
fixture's angle of tilt. 



MENU

MENU
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* Hang the cable using the rope to manage 
   and reduce tension on the cable.

* Disconnect the Head Cable by pulling up on the collar on the connector. This will disengage its locking 
   mechanism. 

5. Connect the Lamp Head to the control box
Connect the Lamp Head to the control box using the LS 600 Series 5-Pin Head Cable.

1)  Powering by AC

6.  Powering up the controller

Neutrik® powerCON 
Male Connector

Neutrik® powerCON Female 
Locking Connector

1

2

AC 100V-240V

~ ~

PUSH

To disconnect the Neutrik® powerCon cable, pull back on the yellow release tab on the 
cable connector, and rotate the connector counterclockwise.
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2) Powering by Batteries

 Customers can choose V-Mount or A-Mount battery plates for their control boxes upon 
purchase according to their needs.

1. Press the power button to turn the light on and off

Operations

V-Mount Battery Anton Bauer Battery

Brightness

Dimming Curve

Wireless Control Mode

Remaining Operating 
Time

Battery Level/
AC Power Symbol

Groups Channels

MENU
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2. Manual Control

2.1) DMX Mode

- +

1) Rotate the Knob to adjust the intensity of the light from 0-100% in 1% 
increments. The speed with which you turn the knob will change the rate 
of increase or decrease.

2) Press the MENU button to enter the System Menu interface. In the System 
Menu you'll find DMX Mode / Dimming Curves / Fan Mode / Studio Mode / 
Freq.Selection / BT Reset / BT Serial NO / Language / Update Firmware 
Version / UID / Factory Reset / Exit.

Press the MENU button to enter the system menu, rotate the Knob to 
select DMX mode and press the MENU button again to enter DMX mode. 
Rotate the Knob to Select DMX Address / DMX Profile / DMX Loss Behavior 
/ Exit.
DMX Address: LS 600d will set to in DMX Address interface.
DMX Profile: Lighting 8bit / FX 8bit / Lighting& FX 8bit.
DMX Loss Behavior: 
① Black out -when the DMX signal is lost, it will be Black out.
② Fade to Black -after DMX signal is lost, it will fade to Black in 60 seconds.
③ Hold last setting -After DMX signal is lost, remember the last control 
setting.
④ Hold 2 min& Fade Out -After the DMX signal is lost, keep the last control 
setting for two minutes, and then Fade to Black within 60 seconds.
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2.2) Dimming Curves

Press the MENU button to enter the system menu, rotate knob to select Dimming 
Curve, and press the MENU button again to enter the dimming curve selection menu. 
Using the knob to choose from exponential (Exp), logarithmic (Log), S-Curve, or linear 
dimming curves, and press the MENU button to make your selection. 

* The fade-out time decreases as the percentage of brightness decreases. 
When the brightness output is 100%, the fade-out time is 60 seconds, which 
decreases in sequence.
* If the signal is reconnected, the DMX console will continue to maintain the 
signal output as same as before.
* Press and hold the MENU 2s to lock the DMX Address to prevent accidental 
touch. In the locked state, cannot enter other interfaces other than the DMX 
Mode, Press and hold 2s again to unlock
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2.3) Fan Mode

2.4) Studio Mode

Press the Menu button to enter the System Menu. Rotate the Knob to select Studio 
Mode, and short press the knob to enter Studio Mode. You can then short press the 
Knob to toggle the Studio Mode ON or OFF. When Studio Mode is ON, the light will 
turn on as soon as it receives power. When Studio Mode is OFF, the power button 
must be pressed to turn on the light. 

2.5) Freq. Selection

Press the MENU button to enter the system menu, rotate knob to select Fan Mode, and 
press the MENU button again to enter Fan Mode. Use the wheel to select between 
Smart, High, Medium, Silent, then press the MENU button to confirm your selection. 

Press the MENU button to enter the menu interface, rotate the Knob to select and 
press to enter Frequency Selection interface. Rotate the Select wheel to adjust the 
light frequency by 100Hz every turn.
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2.8) Language

2.6) BT Reset

Press the MENU button to enter the menu interface, rotate the Knob to select and press 
to enter BT Reset. Rotate the control wheel to select "YES"and short press the wheel to 
reset the device's Bluetooth pairing or select "NO" to return to the system menu.
After resetting the light's Bluetooth connection, your mobile phone or tablet will be able 
to connect to and control the light with Sidus Link App.

2.7) BT Serial NO.

Press the MENU button to enter the menu interface, rotate the Knob to select and press 
to view the BT Serial NO.

Press the Menu button to enter the System Menu. Rotate the Knob to select Language, 
and short press the knob to enter Language Selection Mode. Use the Knob to select 
from the available languages. Initial languages include English and Simplified Chinese.
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2.9) Update

Press the Menu button to enter the System Menu. Rotate the Knob to select Update 
Firmware, and short press the knob to enter Update Mode. 

By selecting Update Firmware, you can update the fixtures existing firmware, by 
inserting a compatible USB drive, formatted to FAT16/32, with the new firmware files. 

You can also update the device's firmware using the OTA firmware update function 
built into Sidus Link. 

2.10) Firmware Version

Press the MENU button to enter the menu interface, rotate the Knob to select and 
press to view the current firmware version of lamp head and control box.

2.11) UID

Press the MENU button to enter the menu interface, rotate the Knob to select and press 
to view the fixture UID.
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2.13) Effects

* In the Lightning Effect, short press the Effects button to trigger the effect. Long press 
   the Effects button for 2 seconds to activate cycle mode for the lightning effect. 

a. Paparazzi Effect b. Fireworks Effect

c. Faulty Bulb Effect d. Lightning Effect

2.12) Factory Reset

Press the MENU button to enter the menu interface,rotate the INT wheel to select and 
press to enter the Factory Reset interface.
The factory settings are: fan is in smart mode, light brightness value is 50%, studio mode 
off, dimming curve-linear, DMX channel number 001，English, fireworks light effect 
frequency 5.

Press and hold press the EFFECTS button 2s to enter Effect mode.
In the Effect mode,short press EFFECTS button to select the desired lighting effect.



3) The Lighting Button can be used to return to the main lighting interface 
in from any menu.

4) The Effects button can be used to enter the Effects interface from any 
menu.
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* In the Explosion Effect, short press the Effects button to trigger the effect. 

* If the light is powered off, upon turning on again, the light resumes its last saved 
   setting. 

e. TV Effect

g. Strobe Effect

f. Pulsing Effect

h. Explosion Effect
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2) Channel Selection

* The default DMX channel is "001".
 ** The range of DMX channels is 1 to 512.

In DMX mode, match the channel of your DMX controller with the light, and then adjust 
accordingly.

* The DMX interface schematic is shown in the pictures below:

4. Connecting to DMX 

1) Connect a standard DMX controller

Connecting DMX to only one 600d

Daisy chaining multiple lights using DMX

    

Signal Common

Data 2+ (Optional Secondary 
                  Data Link)
Data 2- (Optional Secondary 
                 Data Link)

Signal Common

Data 2+ (Optional Secondary 
                  Data Link)
Data 2- (Optional Secondary 
                 Data Link)

    
DMX512

DM
X5

12

OUTPUT
DM

X5
12

DMX512

OUTPUT

1 12
3

4 5

2
3

45

Data 1+ (Primary Data Link)
Data 1- (Primary Data Link)

1
2

3
45

Data 1+ (Primary Data Link)
Data 1- (Primary Data Link)
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6. Using the Sidus Link APP 

You can download the Sidus Link app from the iOS App Store or Google Play Store for 
enhancing the functionality of the light. Please visit sidus.link/app/help for more details 
regarding how to use the app to control your Aputure lights. 

Sidus.link/app/helpGet Sidus Link R App

* In DMX mode, intensity,  FX frequency and lighting effects can only be controlled by a DMX controller.
 ** When controlling multiple 600d lights independently (i.e., A and B), offset each light by 5 channels. 

      If  you set light A at DMX 001, set light B at DMX 006, to control A and B separately on the DMX controller.

5. DMX Chart

INT: 0-100%

INT: 0-100%

1

1

2  

3

4 / / /

/

/ / /

1 INT: 0-100%

2 Lighting＜->EFFECTS: 0-100%

FRQ：1-10/R

3  

4

5 / / / / /

Mode Channels Function

Paparazzi Fireworks Fault Bulb

FRQ：1-10/R

Lightning Pulsing Strobe Explosion

Explosion

Initial 
value/
Trigger

Initial 
value/
Trigger

StrobePulsing

TV

TV

Initial 
value/
Trigger
/Loop

Initial 
value/
Trigger
/Loop

LightningFault BulbFireworksPaparazzi 

DMX Profile ：

Lighting

DMX Profile ：

FX

DMX Profile ：

Lighting&FX
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≤ 720 W

14.4 V-15 A    ≥ 180 Wh  
26 V-8.5 A      ≥ 180 Wh
28.8 V-7.5 A   ≥ 180 Wh

Photometrics

Specifications

Channels Groups  

Power Supply

Lamp Head

Lamp Head

(V-Mount)

Anton Bauer Battery
Controller box

Controller box

8 A

A / B / C / D

15.37 x 9.0 x  28.20cm / 6.02 x 3.54 x 11.10 in

15.37 x 9.0 x  28.20cm / 6.02 x 3.54 x 11.10 in

Power Output

CRI

Waterproof Grade

≤ 600 W

100 V ~ 240 V 
50 Hz / 60 Hz

≥ 96

1 / 2 / 3

CCT 5600±200K N / A

APP Control TypeRemote Ability ≤ 100 metres Bluetooth

Battery requirement Cooling Mode Active Cooling

Operating Current

Power Input

≥ 96

72

TLCI

SSI (D56)≥ 94CQS

Trademarks

* This is an averaged result. The luminance of your individual unit may vary slightly from this data. 

* The malfunctions caused by water in the lamp body are not covered under the warranty.

Bowens is a trademark registered by Bowens in China and other countries. 
Anton Bauer is a trademark registered by Anton Bauer in the US and other countries. 
Neutrik® is a trademark registered by Neutrik® in the US and other countries. 

1 m

22150（lux）

3 m 5 m

2600（lux） 1020（lux）

2058（fc） 242（fc） 95（fc）

98500（lux） 8500（lux） 3000（lux）

9150（fc） 790（fc） 280（fc）

Distance

Bare Bulb

600 Series 
Hyper Reflector

w/o Yoke  30.8 * 15.61 * 15.01 cm / 12.13 * 6.15 * 5.91 in

w/ Yoke  30.8 * 25.03 * 45.6 cm / 12.13 * 9.85 * 17.95 in

Sizes
(L * W * H)
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